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WorLdWidE netWorK
50 Trained distributors in 50 counTries

ThouSands of systEms installeD
provIDINg cusTomer Support and on-site training siNcE 1986

HardWarE
chARAcTERIsTIcs
Power supply 9÷36vdc

Working Temperature -40°c ÷ +80°c

Measurement Error (%) 0 ± 3

shocks 40g tested

Protection class Device IP 54. sensors IP67

size 140 x 204 x 67mm.
(5,5 x 8 x 2,6 inches)

Weight 928 gr (2 lb)

Display hD color TfT

Light ambient sensor day/night automatic display 
brightness

Keyboard Menbrane, lighted

Text editing Mobile phone type

Modem port Rs232

Printer port Rs232

Remote keys open contact

Unit of Mass conversion

Auto-Power on

Auto-shutdown

Energy saving

Usb files backup/restore

Usb software update

operator ID login

Display brightness setup

Products

customers

Loading company Name

Loading site Name

Machine ID

operator ID

built-in Usb data transfer 

Trackweight cellular modem

Wifi modem

ipotweb web based software 

softWarE 
fEATUREs

data
MANAgEMENT

aPPLications

vEI products can be installed on a variety of 
machineries throughout diverse industries. 
In each one of them vEI scale delivers 
superior accuracy for a better optimization 
of your loadouts, production processes, 
sales analysis, inventory updates, trucks load 
optimization, loading machines productivity.
vEI scales can be easily transfered from one 
machine to an other of the same kind, they 
are durable and DEsIgNED To LAsT.




